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activity and indicates the general existing conditions.

As such, it is only valid for its intended use, content, time and

accuracy specifications. The user is responsible for the results
of any of the application of the data for other than its intended purpose.

Distribution Liability: The data represents the results of data

collection/processing for a specific US Army Corps of

2,636,000
these data and the recipient accepts and uses them with the express  Engine

understanding that the US Government makes no warranties,
made thereof. These data belong to the Government. Therefore the
recipient fully agrees not to represent these data to anyone as other

than Government provided data. The recipient may not transfer

under no liability whatsoever to any person by reason of any use
these data to others without also transferring this Disclaimer.

Access Constraints: The United States Government furnishes
expressed, or implied concerning the accuracy, completeness,
readability, usability or suitability for any particular purpose of the
information and the data furnished. The United States shall be
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Geospatial Section, Chicago District
Kevin Kwasny, Lake Michigan Project Office
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U.S. ARMY ENGINEER
CHICAGO, ILLINOIS
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LEGEND 4+ Feet Above Authorized Channel Depth SURVEY CONTROL AND BENCH MARK DATA IS AVAILABLE
FROM THE CHICAGO DISTRICT, OPERATIONS BRANCH, WISCONSIN PROJECT OFFICE.

15 September 2025

-—. Federal Navigation Channel [ Shoaling Area 2-4 Feet Above Authorized Channel Depth THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF SURVEYS
MADE ON THE DATES INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING

0-2 Feet Above Authorized Channel Depth THE GENERAL CONDITIONS AT THAT TIME.

0.2 Feot Below Authorized Ch ' Deoth THE COORDINATE GRID SYSTEM SHOWN IS REFERENCED TO THE WISCONSIN
-2 Feet Below Authorized Channel Dep STATE PLANE COORDINATE SYSTEM, LAMBERT PROJCTION, CENTRAL ZONE 4802,
- - Cable Overhead 1 Beacon, General A NORTH AMERICAN DATUM 1983 (NAD83), US SURVEY FOOT

. 74 N
. . 2-4 Feet Below Authorized Channel Depth ALL SOUNDINGS ARE IN FEET AND ARE REFERANCED TO LOW WATER DATUM
|:| Placement Area ‘ Red Navigation Buoy .3 ELEVATION 577.5 FEET ABOVE MEAN WATER LEVEL AT RIMOUSKI, QUEBEC

4+ Feet Below Authorized Channel Depth \\/ 78 y/ (INTERNATIONAL GREAT LAKES DATUM 1985)
%

¢  Green Navigation Buo ==
v THE SURVEY SHOWN WAS CONDUCTED BY THE LAKE MICHIGAN AREA OFFICE,
9 y UNLESS OTHERWISE NOTED PROJECT DEPTH IS: KEWAUNEE SUB OFFICE SURVEY PARTY USING AN APPLANIX WAVEMASTER Sheet
Bv Wrecks-Submerged 14.0' HARBOR WITH RTK FOR POSITIONING AND MOTION COMPENSATION, AN ODOM CV100 SOUNDER, Reference
DEPTH BELOW LOW WATER DATUM (LWD) A HYPACK HYDROGRAPHIC SURVEY SYSTEM, AND SURVEY VESSEL LAUNCH 3063. Number
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