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Horizontal Coordinate System:
North American Datum of 1983 (PA11), projected to the Hawaii State Plane Coordinate System (HSPCS), Zone 4 (FIPS 5104).
Distance units in U.S. Survey Feet.

KA_03_NAS_20260515_CS

Vertical Datum:
Soundings are shown in feet and indicate depths below Mean Lower Low Water.

Naw

R CEPD Compliant Benchmarks: There are five CEPD benchmarks at Nawaliwili Boat Harbor but only one is shown on this map. other
ﬁ -~ LEGEND I/ benchmarks (K7, 1061 1400 A, 161 1400 TIDAL 5, and 161 1400 F), is located outside of the harbor around Nawiliwili Dee Draft
: | - Harbor.

m:'.l E— Federal Navigation - Shoaling Areas . CEPD Compliant Control \ The information depicted on this map represents the results of a survey conducted on the date indicated and can only be considered

= . . to represent the general condition existing at that time.
Shoalest Sounding Point

Contour Line The location of navigation aids are based on and provided by the U.S. Coast Guard.
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2013 DigiGlobe WorldView-2 Imagery from USDA-NRCS National Geospatial Center of Excellence.

Uniulaw

Project Information:

Keopaweo . - Drawing not to be used for navigation.
Bty 1 |nCh - 50 feet Project Depth is (-) 35 feet .
i 1 Revision Number:
- 5.1.0 Dev 20260921
Miles

© OpenStreetMap (and) contributors, CC-BY-SA




